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MXP 
Extreme Duty Precleaner

The Toughest Applications Demand a Massive Cleaner
The MXP Extreme Duty Precleaner is the largest, most rugged precleaner Flexco offers. Designed with heavy-
duty construction throughout, the MXP boasts an oversized 200mm (8") diameter center pole and 
490mm (19-3/8") blade height. This ensures optimal cleaning on the largest pulleys and widest belts in 
the harshest applications the mining industry offers.

Features and Benefits
•  3-piece pole design. 175mm (7") diameter pole ends telescope into 200mm (8") diameter 

center pole and bolt in place, creating an extremely sturdy pole that can be transported and 
installed in segments.

•  Works with mechanical splices. The spring tensioner allows the blade to move away from the 
belt when a splice passes.

•  Made for extreme applications. Made from heavy-duty steel with corrosion-resistant powder 
coating, the MXP is available for belt widths from 1050 to 3000mm (42" to 120"). Special sizes 
are available upon request.

•  Multiple lift points on pole segments make transportation and installation easier.

Lift points for transportation 
and installation

150mm and 300mm (6" and 12") blade segments 
configured to match material path

Rugged 3-piece pole design 
resists torsion and bending

Dual spring tensioners with robust 
torque arms and springs allow 
tension to be visually inspected

Blades secured by pins 
rather than bolts, which can 
wear out or become difficult 
to remove over time



Authorized Distributor:

MXP
Extreme Duty Precleaner

Ordering Information
MXP Precleaner - Belt Width Minus 150 mm (6")

Belt Width Blade Width MXP with XDST

mm in. mm in.
Ordering 
Number

Item 
Code

1050 42 900 36 MXP-642 90393
1200 48 1050 42 MXP-648 90394
1350 54 1200 48 MXP-654 90395
1500 60 1350 54 MXP-660 90396
1800 72 1650 66 MXP-672 90397
2100 84 1950 78 MXP-684 90398
2400 96 2250 90 MXP-696 90399
2700 108 2550 102 MXP-6108 90642
3000 120 2850 114 MXP-6120 90400

MXP Precleaner - Belt Width Minus 300 mm (12")
1050 42 750 30 MXP-1242 90581
1200 48 900 36 MXP-1248 90582
1350 54 1050 42 MXP-1254 90583
1500 60 1200 48 MXP-1260 90584
1800 72 1500 60 MXP-1272 90585
2100 84 1800 72 MXP-1284 90586
2400 96 2100 84 MXP-1296 90587
2700 108 2400 96 MXP-12108 90643
3000 120 2700 108 MXP-12120 90588

Lead time: 2 weeks

Ordering Information
UltraShear™ Replacement Blades

Blade  
Width Ordering 

Number
Item 
Code

mm in.

150 6 USB6 90410

300 12 USB12 90409

Specifications and Guidelines

Pole Location Chart
A X Y C A X Y C

1225 520 665 845 1850 835 720 1100
1250 535 670 855 1875 845 725 1115
1275 545 670 865 1900 860 725 1125
1300 560 675 875 1925 870 730 1135
1325 570 675 885 1950 885 730 1145
1350 585 675 895 1975 895 730 1155
1375 595 680 905 2000 910 735 1170
1400 610 680 915 2025 920 735 1180
1425 620 685 925 2050 935 740 1190
1450 635 685 935 2075 945 740 1200
1475 645 690 945 2100 960 745 1215
1500 660 690 955 2125 970 745 1225
1525 670 695 965 2150 985 750 1235
1550 685 695 975 2175 995 750 1245
1575 695 695 985 2200 1010 750 1260
1600 710 700 995 2225 1020 755 1270
1625 720 700 1005 2250 1035 755 1280
1650 735 705 1015 2275 1045 760 1290
1675 745 705 1025 2300 1060 760 1305
1700 760 710 1040 2325 1070 765 1315
1725 770 710 1050 2350 1085 765 1325
1750 785 710 1060 2400 1095 770 1340
1775 795 715 1070 2425 1110 770 1350
1800 810 715 1080 2450 1120 770 1360
1825 820 720 1090

•	 Maximum Belt Speed 
10 M/sec(2000 FPM)

•	 Temperature Rating 
-35°C to 135°C (-30°F to 275°F)

•	 Minimum Pulley Diameter 
1200 mm (48")

•	 Blade Height 
490 mm (19-3/8")

•	 Usable Blade Wear Length 
290 mm (11-1/2")

•	 Blade Material 
Polyurethane 93 durometer 
(proprietary blend for abrasion 
resistance and long wear)

•	 Available for Belt Widths 
1050 to 3000mm (42" to 120")

•	 CEMA Cleaner Rating 
Class 5

•	 Horizontal Clearance 
Required 
300mm (12")

•	 Vertical Clearance 
Required 
700mm (27.5")

•	 Pole Length 
Cleaner size + 2000mm (79")

•	 Maximum Conveyor Span 
Cleaner size + 1600mm (63")

Pole Location Specs

A = Pulley Diameter + Lagging and Belt
C = Critical Spec to move location if necessary
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