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FLEXCO HEAVY-DUTY SUPER SEAL DOOR

Easy-Access Inspection and Service
Flexco Heavy-Duty Super Seal Door allows easy access to inspect, clean, and service conveyor equipment. 
The robust, dust-tight opening engages a positive seal around the chute or enclosure wall. 
Available in standard sizes, with customized sizes available upon request.

Features and Benefits
•	 Multiple Sizes Available for a Variety of Applications.  Standard sizes are available in 6”, 12”, 18” and 24” (150, 300, 

450 and 600mm) combinations. Custom sizes are available upon request. 

•	 Easy-to-Use Latch.  Latch mechanism on handle rotates with a simple catch, making it simple and reliable.

•	 Positive, Dust-Tight Seal.  The smooth mount flange surface produces a solid seal to the chute or enclosure wall.

•	 Heavy-duty Hardware.  Dual-hinge design maintains door integrity in the most rugged and abrasive environments.

•	 Suitable for a Variety of Applications.  Rated for use in environments ranging from -70°F to 350°F (-56°C to 177°C).

•	 Lockable Design.  Door handle can be locked for restricted access.

•	 Optional Screen.  Serves as a guard that helps keep hands and tools from being placed into the chute/enclosure, but 
still allows visual access. 

3/4” (19mm) deep 
door pan

Easy-to-use, 
lockable latch

Optional fixed screen

1/2” (13mm) thick 
door seal
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FLEXCO
Heavy-Duty Super Seal Door

Ordering Information
Flexco Heavy-Duty Super Seal Doors

Size (Opening) Without Screen With Screen Dimensions (Outside)

in. mm Ordering Number Item Code Ordering Number Item Code in. mm

6 x 6 152 x 152 INDRHD-6x6 K3356 INDRHD-6x6S K3357 10.5 x 9.75 267 x 248

12 x 12 305 x 305 INDRHD-12x12 K2823 INDRHD-12x12S K2827 16.5 x 15.75 419 x 400

12 x 18 305 x 457 INDRHD-12x18 K2824 INDRHD-12x18S K2828 16.5 x 21.75 419 x 552

18 x 18 457 x 457 INDRHD-18x18 K3359 INDRHD-18x18S K3359 22.5 x 21.75 572 x 552

18 x 24 457 x 610 INDRHD-18x24 K2825 INDRHD-18x24S K2829 22.5 x 27.75 572 x 705

24 x 24 610 x 610 INDRHD-24x24 K2826 INDRHD-24x24S K2830 28.5 x 27.75 724 x 705
Made to order. Lead time: 4 weeks

Flexco Heavy-Duty Super Seal Doors - Stainless Steel
Size (Opening) Without Screen With Screen Dimensions (Outside)

in. mm Ordering Number Item Code Ordering Number Item Code in. mm

6 x 6 152 x 152 INDRHD(SS)-6x6 K3360 INDRHD(SS)-6x6S K3366 10.5 x 9.75 267 x 248

12 x 12 305 x 305 INDRHD(SS)-12x12 K3361 INDRHD(SS)-12x12S K3367 16.5 x 15.75 419 x 400

12 x 18 305 x 457 INDRHD(SS)-12x18 K3362 INDRHD(SS)-12x18S K3368 16.5 x 21.75 419 x 552

18 x 18 457 x 457 INDRHD(SS)-18x18 K3363 INDRHD(SS)-18x18S K3369 22.5 x 21.75 572 x 552

18 x 24 457 x 610 INDRHD(SS)-18x24 K3364 INDRHD(SS)-18x24S K3370 22.5 x 27.75 572 x 705

24 x 24 610 x 610 INDRHD(SS)-24x24 K3365 INDRHD(SS)-24x24S K3371 28.5 x 27.75 724 x 705
Made to order. Lead time: 4 weeks

Specifications and Guidelines
• Temperature Rating 

-70°F to 350° F (-56° C to 177° C)


