PAT

Pneumatic Air Tensioner

Constant Pressure for Premium Cleaning

The PAT System utilizes air or nitrogen to provide constant pressure for each cleaner. Whether the cleaner
blades or tips are new or in use for several months, the PAT System ensures the proper tension will be
applied to the cleaner throughout its life. With minimal maintenance, each cleaner will be effective from
start to finish.

Control box can be used
with site air, site nitrogen,
Single or dual tank or our PAT Air Tank
option to provide air for
PAT Air Tank for use when one or two cleaners
site-supplied air or nitrogen
is not available

. Multiple cleaner options
o ; to ensure the right product
for your application
- SAT XD tensioner designed
for additional clearance and
pushup-pullup installations

Features and Benefits

« Works with Flexco mechanical fasteners. The PAT Air Tensioner allows the blade/tips to quickly move away from the belt when a
splice passes. The urethane on the Precleaners easily glide over the splice, while the MHS and its four points of relief move away from
the splice without damage and with minimal cleaning disruption.

« Made for mining conveyors. Made from heavy-duty, corrosion-resistant materials, the PAT cleaner offering is available for belt widths
from 600 to 2100 mm (24 to 84"). Additional sizes are available upon request.

o Cleaning efficiency powered by air or nitrogen. System provides constant blade-to-belt pressure, ensuring the best cleaning capability.

o Complete cleaning system. Team up the MMP, MHP or MHCP with the CBS or MHS to create a system that delivers
maximum cleaning. If extra water is present, the MDWS DryWipe can be added.
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PAT
Pneumatic Air Tensioner

Ordering Information

Tank and Control Box sold separately.

MHP Heavy-Duty Precleaner with PAT MMP Medium-Duty Precleaner with PAT CBS Secondary Cleaner with PAT
Belt Width Minus 150mm (6") Blade Belt Width Minus 150mm (6") Blade Flat Blade
600 24 450 18 MHP-624P 78599 600 24 450 18 MMP-624P 78706 450 18 CBS18PF 79958
750 30 600 24 MHP-630P 78600 750 30 600 24 MMP-630P 781707 600 24 CBS24PF 79959
900 36 750 30 MHP-636P 78601 900 36 750 30 MMP-636P 78708 750 30 CBS30PF 79960
1050 42 900 36 MHP-642P 78602 1050 42 900 36 MMP-642P 78709 900 36 CBS36PF 79961
1200 43 1050 42 MHP-648P 78603 1200 48 1050 42 MMP-648P 78710 1050 42 CBS42PF 79962
1350 54 1200 48 MHP-654P 78604 1350 54 1200 48 MMP-654P 7871 1200 48 CBS48PF 79963
1500 60 1350 54 MHP-660P 78605 1500 60 1350 54 MMP-660P 78712 1350 54 CBS54PF 79964
1800 72 1650 66 MHP-672P 78606 1800 72 1650 66 MMP-672P 78713 1500 60 CBS60PF 79965
2100 84 1950 78 MHP-684P 78607 2100 84 1950 78 MMP-684P 78714 1800 72 CBS72PF 79966
2400 96 2250 90 MHP-696P 78608 2400 96 2250 90 MMP-696P 79037 2100 84 CBS84PF 79967
2700 108 2550 102 MHP-6108P 90159 2700 108 2550 102 MMP-6108P 90389 2400 96 CBS96PF 79968
3000 120 2850 114 MHP-6120P 90160 3000 120 2850 114 MMP-6120P 90390 Curved Blade
750 30 450 18 MHP-1230P 78609 750 30 450 18 MMP-1230P 78715 600 24 CBS24PC 91550
900 36 600 24 MHP-1236P 78610 900 36 600 24 MMP-1236P 78716 750 30 CBS30PC 91551
1050 42 750 30 MHP-1242P 78611 1050 42 750 30 MMP-1242P 781117 900 36 CBS36PC 91552
1200 43 900 36 MHP-1248P 78612 1200 48 900 36 MMP-1248P 78718 1050 42 CBS42PC 91553
1350 54 1050 42 MHP-1254P 78613 1350 54 1050 42 MMP-1254P 78719 1200 48 CBS48PC 91554
1500 60 1200 43 MHP-1260P 78614 1500 60 1200 48 MMP-1260P 78720 1350 54 CBS54PC 91555
1800 72 1500 60 MHP-1272P 78615 1800 72 1500 60 MMP-1272P 787121 1500 60 CBS60PC 91556
2100 84 1800 72 MHP-1284P 78616 2100 84 1800 72 MMP-1284P 78722 1800 72 CBS72PC 91557
2400 96 2100 84 MHP-1296P 78617 2400 96 2100 84 MMP-1296P 79038 2100 84 CBS84PC 91558
2700 108 2400 96 MHP-12108P 90161 2700 108 2400 96 MMP-12108P 90391 2400 96 CBS96PC 91559
3000 120 2700 108 MHP-12120P 90162 3000 120 2700 108 MMP-12120P 90392 Lead time: 1 working day.
Lead time: 1 working day. Lead time: 1 working day. Shaded items are made to order. Lead time: 3 weeks.
Shaded items are made to order. Lead time: 3 weeks. Shaded items are made to order. Lead time: 3 weeks.
Belt width minus 450 and 600mm blade options also available. Belt width minus 450 and 600mm blade options also available.

MHCP HD Cartridge Precleaner with PAT MHS HD Secondary Cleaner with PAT MDWS Secondary Cleaner with PAT

600 24 450 18 MHCP-24P 78723 600 24 MHS-24P 78736 600 24 MDWS-24P 78745
750 30 600 24 MHCP-30P 78724 750 30 MHS-30P 78737 750 30 MDWS-30P 78746
900 36 750 30 MHCP-36P 18725 900 36 MHS-36P 78738 900 36 MDWS-36P 78741
1050 42 900 36 MHCP-42P 78726 1050 42 MHS-42P 78739 1050 42 MDWS-42P 78748
1200 43 1050 42 MHCP-48P 78727 1200 48 MHS-48P 78740 1200 43 MDWS-48P 78749
1350 54 1200 43 MHCP-54P 78728 1350 54 MHS-54P 78141 1350 54 MDWS-54P 78750
1500 60 1350 54 MHCP-60P 78729 1500 60 MHS-60P** 78742 1500 60 MDWS-60P 78751
1800 72 1650 66 MHCP-72P 78730 1800 72 MHS-72P** 78743 1800 72 MDWS-72P 78752
2100 84 1950 78 MHCP-84P 78731 2100 84 MHS-84p** 78744 2100 84 MDWS-84P 78753
2400 96 2250 90 MHCP-96P 78959 2400 96 MHS-96P** 79047 2400 96 MDWS-96P 79064
2700 108 2550 102 MHCP-108P 90169 Lead time: 1 working day 2700 108 MDWS-108P 90177
3000 120 2850 114 MHCP-120P 90170 * 1500-2400mm (60-96") cleaners have a 3-piece pole. Lead time: 1 working day

Lead time: 1 working day
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PAT
Pneumatic Air Tensioner

Ordering Information

Control Box/Tank Combo Units for Closed System

Control Box/Tank Combo Unit for Precleaner - 60 PSI PAT-C-60 108230 29.0 64.0
Control Box/Tank Combo Unit for Secondary Cleaner - 100 PSI PAT-C-100 108231 29.0 64.0
Product Notes

o For use with Cleaners with New PAT systems.

o 150# pop-off valve for safe pressurizing/charging of Air Tank.
o ASME construction tank.

o Fully sealed enclosure includes all critical items - regulator, tank gauge, downstream gauge,
schrader valve, in-line filter, downstream valve.

Control Box for Legacy Tank

Control Box Kit for Precleaner - 60 PSI PACB2-60 108228 6.2 136
Control Box Kit for Secondary Cleaner - 100 PSI PACB2-100 108229 6.2 136
Product Notes

o For use with Legacy PAT1/PAT2 tank systems ordered prior to January 2024.
« 150# pop-off valve for safe pressurizing/charging of Air Tank.
« May also be paired with Air Tank for Legacy Control Box if preferred.

Air Tank for Legacy Control Box

ASME Air Tank Kit 108232

Product Notes

« For use with Legacy PACB60/PACB100 control boxes ordered prior to
January 2024.

o 150# pop-off valve for safe pressurizing/charging of Air Tank.
« ASME construction tank.

o May also be paired with Control Box for Legacy Tank if preferred.

Replacement Parts List

3m (10') Hose Kit PATHK 78794 0.7 15
Upgrade Fitting Kit (fill valve, push-on fittings, plugs) AWTRK 79319 0.2 0.4

Visit www.flexco.com for other Flexco locations and products, or to find an authorised distributor. (Flsxcn)
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